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PB ACV, CV

PC RUST

012 8.5 12 12

014 8.5 14 14

016 8.5 16 16

018 8.5 18 18

020 8.5 20 20

022 8.5 22 22

024 8.5 24 24

POLISH SATIN
PB, PC ACV, CV, 

RUST NICKEL 
CHROME

NICKEL 
CHROME

0653-1 10 6 9 1 MED

0653-2 10 13.5 7.5 2 MED

0673-2 10 20 9 2 MED

0673-3 10 27 9 3 MED

1500 13 9
1600 15 12

1502-SF 16 11
1602-SF 18 13

1501 27 13
1503 31 16

1502 19 11
1602 23 13

1544 29.5 14 3 CAND

DIMENSIONS

L W D

DIMENSIONS

L W D

1

KEY CUT GLASS AVAILABLE

RWB, AB, ORB, 
DAB, DAC

DRAWING

4 MED

SS PS

3 CAND

OPTIONS

GLASS

OPTIONS

GLASS

THE WIDTH AND DEPTH ARE 
MEASURED FROM THE BASE 

OF THE LIGHT

FINISHES
MODEL 

NUMBER

DRAWING 
COLUMN 
MOUNT

LAMPSRWB, AB, ORB, 
DAB, RWC, AC, 

DAC

N/A

FROSTED GLASS STANDARD

3 CAND

LAMPS

STAR CUT GLASS AVAILABLE

MODEL 
NUMBER

FINISHES

3 CAND

3 CAND

WHITE GLASS STANDARD  -
CLEAR HALOPHANE GLASS 

AVAILABLE

CLEAR GLASS STANDARD



PB ACV, CV

PC RUST

PUMPKIN-
SF

14.5 8.5 3 CAND

PUMPKIN 16.5 8.5 3 CAND

PB ACV, CV

PC RUST

FLUSH

1624 6.25 11 1 MED

1634 7 14 2 MED

1644 7.5 16.5 2 MED

PB ACV, CV

PC RUST

BRACKET

3161 31 6 8.5
3181 37 8.5 11

BRACKET

3171 31 8 9.5
3191 37 9.5 11

BRACKET

3301 36 8.5 10.5
3321 27.5 6.5 8.5

BRACKET

3311 37 9 10.5
3331 27.25 7.5 8.5

DIMENSIONS

L W D

DIMENSIONS

L

LAMPS

DIMENSIONS

L

CLEAR BEVELED GLASS 
STANDARD, SEEDY AVAILABLE

CLEAR BEVELED GLASS 
STANDARD, SEEDY AVAILABLE

CLEAR BEVELED GLASS 
STANDARD, SEEDY AVAILABLE

2

DRAWING MODEL 
NUMBER

FINISHES

DRAWING MODEL 
NUMBER

FINISHES

1 MED

OPTIONS
RWB, AB, ORB, 
DAB, RWC, AC, 

DAC GLASS

W D

D

LAMPS

DRAWING MODEL 
NUMBER

FINISHES

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
SS PS

OPTIONS

GLASS

LAMPS

W

RWB, AB, ORB, 
DAB, DAC

OPTIONS

GLASS

FROSTED SEEDY GLASS 
STANDARD, SEEDY AVAILABLE

1 MED

1 MED

1 MED

CLEAR BEVELED GLASS 
STANDARD, SEEDY AVAILABLE

N/A

SPECIFY CLEAR,  RED OR 
AMBER GLASS

POLISH 
NICKEL 

CHROME

SATIN 
NICKEL 

CHROME



PB ACV, CV
PC RUST 4 LT 

CLUSTER
SEEDY 
GLASS

POST

3410 21.75 12
3420 24.75 13.5

BRACKET

3401 15.75 10 12.75

3411 18 12 14.5

3421 22.25 13.5 15.75

HANGING

3402 15.75 10

3412 18 12

3422 22.25 13.5

BRACKET

3401-S 15.75 31.5 12.5

3411-S 18 41 14.5

3421-S 22.25 50 15.75

PB ACV, CV
PC RUST 4 LT 

CLUSTER
SEEDY 
GLASS

POST

3440 21.75 12
3450 24.75 13.5

BRACKET

3431 15.75 10 12.5

3441 18 12 14.5

3451 22.25 13.5 15.75

HANGING

3432 15.75 10

3442 18 12

3452 22.25 13.5

BRACKET

3431-S 15.75 31.5 12.5

3441-S 18 41 14.5

3451-S 22.25 50 15.75

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC

1 MED

1 MED

2 CAND

OPTIONS

3

1 MED

2 CAND

1 MED

DIMENSIONS

L W D

1 MED

1 MED

MODEL 
NUMBER

FINISHES

LAMPS
OPTIONS

DIMENSIONS

DRAWING 
GLASS TOP

DRAWING 
METAL TOP

MODEL 
NUMBER

FINISHES

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L W D

LAMPS

N/A



PB ACV, CV
PC RUST

WALL

3501 22.5 7 4.75 1 CAND
3511 30 9 5 2 CAND

WALL

3501X 17.75 7 4.75 1 CAND
3511X 23.75 9 5 2 CAND

PB ACV, CV
PC RUST

POST

3520 27.75 12.5
3530 34.5 16.5

BRACKET

3521 30 12.5 14.75
3531 40 16.5 20

HANGING

3522 25 12.5
3532 33.5 16.5

PB ACV, CV
PC RUST

POST

BRACKET

HANGING

CLEAR GLASS STANDARD -- 
SEEDY GLASS AVAILABLE

3542 N/A 24.5 16.25 SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

18

GLASS

GLASS

SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

OPTIONS

N/A

N/A

N/A

OPTIONS

3541 N/A 30 16.25

4 CAND

LAMPS

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC

3 CAND

3540 27.5 16.25 14

DIMENSIONS

L W D

4 CAND

4 CAND

N/A 3 CAND

DRAWING MODEL 
NUMBER

FINISHES

LAMPS

4

DRAWING MODEL 
NUMBER

FINISHES

LAMPS
OPTIONS

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC

DIMENSIONS

SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

SS PS

DRAWING MODEL 
NUMBER

FINISHES

14 3 CAND

SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

W D

GLASS

L

N/A

N/A

N/A N/A

DIMENSIONS

L W D
RWB, AB, ORB, 
DAB, RWC, AC, 

DAC



PB ACV, CV
PC RUST

POST

WALL

HANGING

WALL

HANGING

BRACKET

WALL

HANGING

BRACKET

HANGING

9 3 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3592 N/A 20.25 8 3 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3591 N/A 24.25 8

8 1 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3572 N/A 18.5 7 2 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3571 N/A 18.5 7

2 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3563 N/A 25 7 8 2 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3562 N/A 23.5 7

4 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3561 N/A 24.25 7 7 1 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3552 N/A 23.5 11

4 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3551 N/A 23.75 11 8 2 CAND SEEDY GLASS STANDARD -- 
CLEAR GLASS AVAILABLE

3550 N/A 27.5 11

D
GLASS

L

5

DRAWING MODEL 
NUMBER

FINISHES DIMENSIONS

LAMPS
OPTIONS

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
W



PB ACV, CV
PC RUST

WALL

3601 14.75 7.25 5.5 1 CAND
3602 15 10 5.5 2 CAND

WALL

POST

WALL

HANGING

BRACKET

3621 15.5 5 5.5

3631 19.5 6.5 7

3651 25.75 8.5 9

HANGING

3622 13 5

3632 17 6.5

3652 22.75 8.5

BRACKET

3621-1X 28 5 7.5

3631-1X 33 6.5 9

3651-1X - 8.5 -

BRACKET

3621SH - 5 -

3631SH 22.5 6.5 14.75

3651SH - 8.5 -

WALL

HANGING

CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE

SEEDY GLASS STANDARD -- 
CLEAR AVAILABLE

6

DRAWING RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L W D

CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE

CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE

CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE

GLASS

14 6.75

MODEL 
NUMBER

FINISHES DIMENSIONS

SEEDY GLASS STANDARD -- 
CLEAR AVAILABLE

3611 N/A

3605 N/A

1 MED SEEDY GLASS STANDARD -- 
CLEAR AVAILABLE

6.75 1 MED

LAMPS
OPTIONS

FROSTED GLASS STANDARD -- 
CLEAR, SEEDY, CLEAR RIBBED 

GLASS AVAILABLE

N/A

7 2 CAND

7

N/A3610 19 7

7 1 MED SEEDY GLASS STANDARD -- 
CLEAR AVAILABLE

3612 N/A 17

1 MED

10.25 4.75 1 MED3642 N/A

N/A

N/A

N/A

3641 10 4.75 5 1 MED CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE

15

N/A

N/A

1 MED

1 MED

1 MED

CLEAR GLASS STANDARD -- 
SEEDY AVAILABLE



PB ACV, CV
PC RUST 3 LT 

CLUSTER
SEEDY 
GLASS

POST

3760 18.5 10.5
3770 24.25 14.5

BRACKET

3751 18.5 8.5 9.75

3761 21 10.5 11

3771 25 14.5 14.75

HANGING

3752 14 8.5

3762 17 10.5

3772 19.5 14.5

POCKET

3751-H 12.5 10 5 2 CAND

3761-H 15.5 12.5 5.75 2 CAND

3771-H 19.5 16 7.5 3 CAND

FLUSH

3764 9 10.5
3774 11.5 14.5

PB ACV, CV
PC RUST 4 LT 

CLUSTER
SEEDY 
GLASS

POST

3810 22.5 8.5

3820 26.5 10.5

3830 29 12.5

BRACKET

3801 17.5 6.5 8 N/A

3811 22.25 8.5 10

3821 26.25 10.5 11.5

3831 30.75 12.5 13.5

HANGING

3802 14.5 6.5 N/A

3812 18.5 8.5

3822 22.5 10.5

3832 27 12.5

POCKET

3801-H 13 7.5 4.5 2 CAND

3811-H 17.5 10 5.5 2 CAND

3821-H 21 12.5 6.75 2 CAND

3831-H 25.5 15 8 3 CAND

FLUSH

3814 9 8.5
3824 11.5 10.5

1 MED

2 CAND

3 CAND

N/A

DRAWING MODEL 
NUMBER

FINISHES DIMENSIONS

LAMPS
OPTIONS

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L W D

N/A

L W

3 CAND

7

DRAWING MODEL 
NUMBER

N/A

D

N/A

2 CAND

1 MED

2 CAND

2 CAND

FINISHES DIMENSIONS

LAMPS
OPTIONS

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC



ACV, CV
RUST

WALL

3841 8 4.5 4.5

3851 10 5.5 5.5
3861 12 6.5 6.5

WALL

3871 8 4.5 4.5

3881 10 5.5 5.5
3891 12 6.5 6.5

WALL

3841DS 8 4.5 4.5

3851DS 10 5.5 5.5
3861DS 12 6.5 6.5

PB ACV, CV
PC RUST 4 LT 

CLUSTER
SEEDY 
GLASS

SIDE 
SCROLL

POST

3920 26.5 11

3940 32 14

3960 39.5 18

BRACKET

3901 21 9 10.5 N/A

3921 28.5 11 13.5

3941 34.25 14 16.5

3961 43 18 20.5

HANGING

3902 22 9 N/A

3922 30 11

3942 36.5 14

3962 44.5 18

PB ACV, CV
PC RUST 3 LT 

CLUSTER
SEEDY 
GLASS

SIDE 
SCROLL

POST

3930 26 14

3950 32.5 19

3970 39 23

BRACKET

3911 20.5 10 11 N/A

3931 27.5 14 16.5

3951 34.5 19 21.5

3971 43 23 25.5

HANGING

3912 20.5 10 N/A

3932 28 14

3952 36 19

3972 43.5 23

GALV 
STEEL PS L W D

GLASS

FROSTED
CLEAR GLASS

STANDARD

DRAWING

1 MED

1 MED

1 MED

W D

8

DRAWING

1 MED

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
SS

1 MED

1 MED
FROSTED

CLEAR GLASS

STANDARD

MODEL 
NUMBER

FINISHES DIMENSIONS

LAMPS

OPTIONS

1 MED

OPTIONS
RWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L

MODEL 
NUMBER

FINISHES DIMENSIONS

LAMPSRWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L

FINISHES DIMENSIONS

LAMPSDRAWING MODEL 
NUMBER

1 MED

1 MED

W D

N/A

N/A

N/A

N/A



POST

3920-GAS 26.5 11

3940-GAS 32 14

3960-GAS 39.5 18

BRACKET

3921-GAS 28.5 11 14.5

3941-GAS 34.25 14 17.5

3961-GAS 43 18 21.5

HANGING

3922-GAS 31.75 16

3942-GAS 36.5 19

3962-GAS 43.25 23

POST

3930-GAS 26 14

3950-GAS 32.5 19

3970-GAS 39 23

BRACKET

3931-GAS 27.5 14 17.5

3951-GAS 34.5 19 22.5

3971-GAS 43 23 26.5

HANGING

3932-GAS 31.25 19

3952-GAS 36.75 24

3972-GAS 43 28

ACV, CV
RUST 4 LT 

CLUSTER
SEEDY 
GLASS

POST

BRACKET

HANGING

3980 31 14.75 1 MED

3981 27 14.75 16.5 1 MED

GAS FIXTURES ARE AVAILABLE 
WITH CLEAR TEMPERED 
GLASS ONLY AND HAS A 

SINGLE BRASS BURNER WITH A 
MANUAL ON/OFF VALVE AND 

BTU RATING OF 3011

GAS FIXTURES ARE AVAILABLE 
WITH CLEAR TEMPERED 
GLASS ONLY AND HAS A 

SINGLE BRASS BURNER WITH A 
MANUAL ON/OFF VALVE AND 

BTU RATING OF 3011

GAS FIXTURES ARE UL LISTED 
FOR NATURAL GAS WITH AN 

OPTION OF PROPANE

FIXTURES COMPLIES TO ANS 
Z21.42 1993 ILLUMINATING 

APPLIANCE

THESE GAS FIXTURES ARE UL 
LISTED FOR NATURAL GAS 

WITH AN OPTION OF PROPANE

FIXTURES COMPLIES TO ANS 
Z21.42 1993 ILLUMINATING 

APPLIANCE

GASRWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L W D

GALV 
STEEL

NAT  
GAS

NAT  
GAS

DRAWING

NAT  
GAS

ACV

DRAWING MODEL 
NUMBER

FINISHES DIMENSIONS

GASRWB, AB, ORB, 
DAB, RWC, AC, 

DAC
L W D

DRAWING MODEL 
NUMBER

FINISHES DIMENSIONS

LAMPS
L

RWB, AB, ORB, 
DAB, RWC, AC, 

DAC

9

3982

NAT  
GAS

NAT  
GAS

NAT  
GAS

MODEL 
NUMBER

FINISHES DIMENSIONS

ACV

36.5 14.75 1 MED

W D

OPTIONS


